
Installing the Bridgeport 
Mill Safety Guard

by

ATS thanks you for purchasing our Bridgeport Mill Safety Guard. Our guard is designed to be simple to install, easy to use, and durable enough for years of trouble-free performance. Our 
products are proudly made in the USA, and are constructed of the finest quality materials available.  In addition to your new Bridgeport Mill Safety Guard, we offer a full range of machine 
safety and guarding equipment for lathes, drill presses, and much more. Custom applications are available on request.
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Remove the lifting eye located on the 
overarm (behind the head.) This hole 
will be used to secure the mounting 
arm for the safety shield. If the hole is 
already being used to mount a digital 
readout unit or another accessory, 

remove it as well.

Place the lower mounting plate over 
the hole with the concave side facing 

down.  

Attach the DRO or any other 
accessories to the upper mounting 

plate as shown.

Install the included mounting bolt 
through the upper mounting plate, 
extruded mounting arm, and lower 

mounting plate.

Hand tighten the bolt to allow for 
adjustment in the following steps.
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Ensure that the mounting arm is installed level 
and square to the machine. There is some angular 
adjustment built in to the holes on the mounting 
plate to accommodate various machine styles. 

Once the mounting arm is square and level, 
tighten the mounting bolt.
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Loosen the two hex cap bolts and 
slide the L Bracket to the left. Attach 
the shield support arm using the 
included adjuster arm. 7

Install the Lexan shield on the shield 
support using the hex cap screws on 
the shield support. Two shields are 
provided. The curved shield is used 
when the head is upright, and the flat 
shield is used when the head is tilted.

Position the shield where desired by 
adjusting the locking handles and the 
two hex cap bolts on the L bracket.

Note that the locking handles may be 
pulled outward and repositioned if 
needed.



Shield Use 

The shield with curved sides should be used whenever possible.  

 Adjust so the bottom is just above the vise, allowing the guard to swing open 

without hitting the vise or any obstruction. 

 

If tilting the head left or right, or using an indexer on the table, then the flat shield 

must be used. 

Positioning the shield 

Never adjust guard while spindle is on! 

If the table is raised up or down, a large part is on the table, etc, you will need to 

adjust the guard.  Adjust so that the front arm is level in both planes. 

Hold the pivot block with one hand, and loosen all three handles.  Position guard, 

and tighten handles.  You may need to follow the step below and re-torque. 

Handle Adjustment 

Each steel handle can be rotated on splines while tight.  This allows you to re-

position them for easiest use (leverage).  To do this, pull outward on them, and 

rotate 360 degrees.  
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